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Mine Safety and Health Admin., Labor § 75.1721

wear the following protective clothing
and devices:

(a) Protective clothing or equipment
and face-shields or goggles when weld-
ing, cutting, or working with molten
metal or when other hazards to the
eyes exist from flying particles.

(b) Suitable protective clothing to
cover those parts of the body exposed
to injury when handling corrosive or
toxic substances or other materials
which might cause injury to the skin.

(c) Protective gloves when handling
materials or performing work which
might cause injury to the hands; how-
ever, gloves shall not be worn where
they would create a greater hazard by
becoming entangled in the moving
parts of equipment.

(d) A suitable hard hat or hard cap. If
a hard hat or hard cap is painted, non-
metallic based paint shall be used.

(e) Suitable protective footwear.

[36 FR 19497, Oct. 7, 1971, as amended at 39 FR
7175, Feb. 25, 1974]

§ 75.1720–1 Distinctively colored hard
hats, or hard caps; identification for
newly employed, inexperienced
miners.

Hard hats or hard caps distinctively
different in color from those worn by
experienced miners shall be worn by
each newly employed, inexperienced
miner for at least one year from the
date of his initial employment as a
miner or until he has been qualified or
certified as a miner by the State in
which he is employed.

[39 FR 7175, Feb. 25, 1974]

§ 75.1721 Opening of new underground
coal mines, or reopening and reacti-
vating of abandoned or deactivated
coal mines, notification by the oper-
ator; requirements.

(a) Each operator of a new under-
ground coal mine, and a mine which
has been abandoned or deactivated and
is to be reopened or reactivated, shall
prior to opening, reopening or reacti-
vating the mine notify the Coal Mine
Health and Safety District Manager for
the district in which the mine is lo-
cated of the approximate date of the
proposed or actual opening of such
mine. Thereafter, and as soon as prac-
ticable, the operator of such mine shall
submit all preliminary plans in accord-

ance with paragraphs (b) and (c) of this
section to the District Manager and
the operator shall not develop any part
of the coalbed in such mine unless and
until all preliminary plans have been
approved.

(b) The preliminary plans required to
be submitted by the operator to the
District Manager shall be in writing
and shall contain the following:

(1) The name and location of the pro-
posed mine and the Mine Safety and
Health Administration mine identifica-
tion number, if known;

(2) The name and address of the mine
operator(s);

(3) The name and address of the prin-
cipal official designated by the oper-
ator as the person who is in charge of
health and safety at the mine;

(4) The identification and approxi-
mate height of the coalbed to be devel-
oped;

(5) The system of mining to be em-
ployed;

(6) A proposed roof control plan con-
taining the information specified in
§ 75.220.

(7) A proposed mine ventilation plan
containing the information specified in
§§ 75.371 and 75.372;

(8) A proposed plan for sealing
worked-out areas containing the infor-
mation specified in §§ 75.371 and 75.372.

(9) A proposed program for searching
miners for smoking materials in ac-
cordance with the provisions of
§ 75.1702; and,

(10) A proposed plan for emergency
medical assistance and emergency
communication in accordance with the
provisions of §§ 75.1713–1 and 75.1713–2.

(c) The preliminary plans required to
be submitted by the operator to the
District Manager shall be in writing
and shall contain the following:

(1) The proposed training plan con-
taining the information specified in
§§ 48.3 and 48.23 of this chapter, and

(2) A proposed plan for training and
retraining certified and qualified per-
sons containing the information speci-
fied in § 75.160–1.

[44 FR 9380, Feb. 13, 1979, as amended at 47
FR 23641, May 28, 1982; 57 FR 20929, May 15,
1992]
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